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INTEG. OBVODY MOZU BYT BEZ PODLOZIEK NA SPOLOCNOM CHLADICI


KONDENZATOR 68N  ZVITKOVY  /oznacenie 683K zlty/ NISSEI, C102,C105,C120,C202,C205,C220


KONDENZATOR 150P KERAMICKY /oznacenie 151K cerveny/ MURATA


KONDENZATOR 220P KERAMICKY /oznacenie 221K cerveny/ MURATA


KONDENZATOR 100N KERAMICKY /oznacenie 104  zlty/ PHILIPS, C10,C11,C14,C15,C121,C122,C221,C222


KONDENZATOR 68P  KERAMICKY /oznacenie 68K zlty MEXICO/ MURATA


CHLADIC SA NESMIE SPOJIT SO STREDOM ZDROJA /KOSTROU/ PRETO ZE


OZNACENIE KONDENZATOROV:


UPOZORNENIE!


- VSETKY PRIVODY NA DOSKU BOLI OPATRENE MINIATURNYMI SVORKOVNICAMI


- ODSTRANENY BOL PREPINACI IZOSTAT, V SUCASNOSTI JE K DISPOZICII PREPINAC 6 VSTUPOV REALIZOVANY RELE CENA JE: 713,40Sk


- BOLI DOPLNENE BLOKOVACIE KONDENZATORY C01,02,03,04 A VYPUSTENE NIEKTORE SUCIASTKY V KOREKCNOM PREDZOSILOVACI


 TRAFO 2X23,5V


POUZITE


- DOSKA UMOZNUJE UPEVNENIE NAMI DODAVANEHO CHLADICA TAK ABY BOL FIXOVANY O DOSKU A NEBOLI NAMAHANE VYVODY LM3886


SCHEMA JE OPROTI ZAPOJENIU UVEREJNENEMU V AR 6/1996 UPRAVENA - UPRAVENY JE AJ PLOSNY SPOJ VYOBRAZENY NA DRUHEJ STRANE LISTU


INTEGROVANE OBVODY LM 3886 MAJU NA CHLADIACICH PLOCHACH -35V


KONDENZATOR 3N9  ZVITKOVY  /oznacenie 392k zlty/ NISSEI


CON3
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2876.SCH


K STAVEBNICI DODAVAME POTENCIOMETRE OD FY PIHER


http://www.amys.sk
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